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10 instant playback buttons allow for immediate access an play 

back of stored audio files. LED indicators confirm the file in play 

mode. Ideal for frequently played track to be used in events, 

theater, broadcast and in musical performance.

The Auto Play feature enabled the CD-6208 to automatically play 

any audio program stored in the SD CARD, USB or internal virtual 

CD changer. The CD-6208 can be used with inter-M Power distributor 

and timer product the CD-6208 can start and stop BGM programs 

at given times of day.

Cue play allows for instant start of audio playback. 

The PITCH adjusts the play speed of CDs or MP3 discs, SD, USB and 

internally stored files in virtual CD Changer by ±15.0 percent in 

increments of 0.1 percent. The pitch control can be turned on or 

off for normal playback by pressing the pitch button.

   INSTANT PLAY: disk memory, instant replay

  AUTO PLAY: Automatic playback on Power ‘ON’

 CUE / PITCH: Playback standby, tempo adjustment
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The CD-6208 uses high-quality Burr Brown 
PCM-1796 DAC with DSP-Digital Audio Processing.
CD-6208, Supports AES/EBU, Fiber optic and 
coaxial digital I/O. Superior audio quality is 
achieved using high-quality D to A and A to D 
combined with broadcast quality analogue 
OP-AMP for all I / Os. 

Switch Mode Power Supply Design
SMPS power supply design ensures smooth and 
rich sound reproduction.

Professional Balance Inputs And Outputs
High quality balanced audio design ensures very 
low noise with very high S/N ratio from the I/Os 
to the headphone output.

The CD-6208 is designed using only the highest 
quality components such as Burr Brown 
PCM-1796 DAC, Neutrik I/O connectors and 
reliable laser pick-ups.  MTBF is higher than 5000 
operating hours. Operating temperature ranges 
from -10 to +40 °C (14 to 104 °F)

A user – friendly front panel interface combined 
with RS-232 Control port compatible with AMX, 
Crestron, Inter-m systems and other 3rd party 
controllers capabilities provide exceptional control 
and ease of use.

High reliability product design

AMX/Crestron and Inter-M Systems 
external remote control

Quality-driven circuit design
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The CDP-01 multiple I/O formats including AES/
EBU, SPIDF and Optical. Analogue inputs for 
recording and playback outputs are available 
on stereo un-balanced audio on RCA connectors 
and on balanced professional XLR Neutrik 
connectors. A mono summed output is available 
on an XLR-M connector optimized for mono-
environment applications such as BGM.

The CD-6208 supports virtual multi disc play back 
from CD, SD memory and USB drive.
The CD-6208 will support high quality playback 
file format including MP3, WMA and WAV. 
Compressed files are supported up to 320 kbps 
compression. Uncompressed WAV format is also 
supported for High-quality audio playback.

The CD-6208 comes complete with feature rich 
performance. New features can be added and 
upgraded via easy to install Firmware updates. 
Firmware can be updated be downloaded from 
the inter-M’s website as they become available.  
Performance can be sustained.

Various I / O

Support a variety of media

Firmware update
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Front / Rear Panel

1 Source Selection 
LED

2 Source Selection 3 Memory Disk 
Instant Play

4 Disc Slot 5 EJECT

6 Select LED 7 Select 8 Encorder Switch 9 Menu 10 ESC

11 Memory Disk 
Selector

12 Auto Play Switch 13 Power Switch 14 Pitch LED 15 Pitch (+), (-) 

16 Play Mode 17 Repeat 18 Instant
Program

19 Display 20 Display Window

21 REC 22 Play/Pause 23 Stop 24 CUE 25 USB Terminal

1 AC Inlet 2 RS-232 Interface 
Socket

3 Coaxial Output 
Socket

4 Optical Output 
Socket

5 Mono Output 
Socket

6 R Channel XLR 
Output Socket

7 L Channel XLR 
Output Socket

8 RCA Output  
Socket
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INTER-M CD Player Line-up

Inter-M CD Player Comparison 

 USB hosting
 Slot-In type 1 Disk CD player
 MP3/WMA/WAV
 AMX & CRESTRON interface(RS-232)
 DC 24 V
 Support firmware update
 Dimension and Weight:  

  482(W) x 88(H) x 280(D)mm /  19(W)x3.5(H)x11(D) in
  4.7 kg/10.3 lbs

 SD Recorder  Virtual Disk
 SD Memory Player  Instant Play
 Auto Play  Pitch 
 Multifunction encoders  CUE
 Sound quality-driven circuit design
 HiFi headphone Monitoring
 AES / EBU output support
 High operating reliability
 3rd party serial remote control 

   AMX / CRESTRON / INTER-M
 Dimension and Weight

   482(W)×88(H)×280(D) mm/19(W)×3.5(H)×11(D) in /  
   5.3 kg/11.7 lbs

CD-610U

CDR-01

Source Function

USB SD CARD DC 24V
CD > 

MEMORY 
COPY

USB > 
MEMORY 
COPY

AUDIO
REC TO 
MEMORY

AES/EBU
CONNECTOR

HEAD PHONE 
OUTPUT

CDR-01 O O X X X O O O

CD-6208 O O X O O X X X

CD-610U O X O X X X X X
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NOTE NOTE
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NOTE NOTE



CD-6208
(Multi Source Player)

PP-6214
(Pre Amplifier)

PC KENSINGTON-416
(Audio Mixing Console)

AC IN

DATA

AUDIO

Power (AC)

AMX/CRESTRON
CONTROLLER

 Specification

 Dimension

 Applications

 DISC - CD, CD-R, CD-RW 12 cm
Number of channels 3 channels(L, R, Mono)
Frequency Response(20 Hz~20 kHz) - CD, Pitch Off +0.5/-1.0 dB
T.H.D.(20 kHz LPF) - CD, 1kHz, Pitch Off Less than 0.003 %(Nor), 0.007 %(Lim)
S/N(20 kHz LPF, A-WTD) - CD, Pitch Off Better than 100 dB(Nor, 95 dB(Lim)
Analog Output Level(Max) +6dBV±2dB (2Vrms)
Analog Output Connectors RCA: L/R, XLR: L/R, MONO

Optical Output SPDIF

Coaxial Output(RCA) SPDIF

Formats Audio CD(CD-DA), MP3, WMA

Operation Temperature -10℃ ~ +40 ℃/14℉ ~ 104℉

Power Source
120 VAC, 220-230 VAC or 240 VAC : 50/60 Hz

(Supplied AC mains transformer depends on the country’s requirements)

Power Consumption 27 W

Weight(SET) 5.3 kg/11.7 lbs

Dimensions(SET) 482(W)×88(H)×280(D) mm/19(W)×3.5(H)×11(D) in

Inter-M Corp. (IMK)
719, Dobong-ro, Dobong-gu, Seoul, Korea
Overseas Sales Team
Tel_ +82-2-2289-8141~7       Fax_ +82-2-2289-8149       E-mail_ overseas@inter-m.com    www.inter-m.com
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