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3M™ Speedglas™ Auto-darkening  
Welding Filter Series G5-01 G5-01TW
MMAW (Electrode)

MIG/MAG

TIG (>20A)

TIG (1A-20A)

Plasma (welding and cutting)

Risk for hidden arc

Tack welding

Grinding

73 × 109 mm

170 × 104 mm

3M™ Speedglas™ Yes

No Yes

Bluetooth enabled Yes

Battery lifetime 1500 hours

1/1/1/1 1/1/1/2

Dark state Shade 8-13 Shade 8-14

Yes shade 5

Tack welding mode Yes No

Light state Shade 3

Shade 13 (permanent) Shade 14 (permanent)

Auto ON Yes

Switching time, light -dark 0.1 ms (+23° C)

Memory mode Yes, via mobile device app

Delay (switching time, dark-light) 50 – 1300 ms

Two step recovery Yes (shade 5) Yes (shade 7)

Number of sensors (arc detection) 4

Approvals Eye and Face protection

  Welding helmet EN175:B

EN379

  Protection plates EN166:B

EN166:B

Approval Respiratory Protection / NPF*

  3M™ ™ Powered Air Respirator EN12941 (TH3) / NPF 500

  3M™ ™ EN14594 (3B) / NPF 200
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* NPF = The nominal protection factor based on laboratory-measured performance data according to European standards.


